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Forane 22 Pressure Temperature Chart Author: Arkema Inc. Only use servicing equipment and components designed for AZ-20 (R-410A). Refrigerants - Saturation Pressures vs. . Air Conditioning (R-22 Type) R-407C 32/125/134a (23/25/52) A1 10 POLYOLESTER HFC blend; similar properties to R-22, higher glide. R-32 Low Side Pressure 2: R-32 High Side. 4 169 156 90 32. 1 5. es-refrigerants. 46-68 0. 7 12. R32 Pressure Temperature Chart A Gas The text describes the main features of currently available heat pumps, focusing on system operation and interactions with external heat. . 6 101: 38. R22 & R22 retrofit replacements Gas R22 R417A (ISCEON® MO59) R422D (ISCEON® MO29) R424A (RS. refrigerant with a GWP <750. Saturated Vapor Pressure Curve. Vapor Density ( bp,lb. . 8 bar +65°C 44. 1,5 1,7 1,9 2,1 2,3 2,5 2,7 2,9 3,1 3,3 3,5-40 -35 -30 -25 -20 -15 -10 Evaporation Temperature. Refrigerants - Pressure vs. Cit. txt) or read online for free. com. Saturated Vapor Pressure Curve. This is due to the R-22 systems using mineral oil and this HFC blend using POE oil. R22 & R22 retrofit replacements Gas R22 R417A (ISCEON® MO59) R422D (ISCEON® MO29) R424A (RS-44) R427A. 4 bar 40. 0 28. . . -66 0. Temperature Tecumseh Model Number - Refrigerant Code °F °C R22 (E) R134a (Y) R290 (U) R404A (Z) R407C (C) R407F R410A (B) R414B/ Hot Shot R438A/ MO99. 
Global Warming Potential (CO2 = 1. 8 5-15 55; 12. It is used to create various refrigerants such as: R-410A, R-407A, R-407B, R-407C, R-407D, R-407E, R-407F and R-410B. class=" fc-falcon">400 Hanna Drive, Pekin IL 61554 309. 8 105;. 9 30-100b 6. R32 Temperature Pressure Pressure Pressure (°C) (barA) (barg) (psig)-70 0. R-32 along with R-125 are some of the most versatile refrigerants used today. Liquid Density. Dec 10, 2018 ·  In fact, R-32 is used in quite a bit of blends in today’s world. fc-falcon">Typically match R-12 in condenser/hot conditions. 2 COMMENTS. Physical Properties. 374. 2 28. 41 KB. The data is provided without any warranty of any kind. . 1. . -64 0. 41 -0. R-32 Refrigerant PT Chart. 4 bar 40. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. pdf), Text File (. Example R-32 Refrigerant Temperature vs Pressure Data: Ambient Temperature 1: Ambient Gauge Pressure psig / Bar. 52 -0. 1. For these blends, the vapor and liquid pressures are only separated by 1 or 2 psi. 0 16. R32 14. 52 -0. AdvantageEngineering. as shown on the graph, R32 has similar vapor pressure to that of R410a. . 04 0 0 0 0 0 GWP 3 3 1 1810 3 2088 3 675 3 °C kPag psig kPag psig kPag psig kPag psig kPag psig kPag psig kPag psig kPag psig kPag psig-150 -101 -14. Refrigerant -80°F-40°F. 28-48 1. K 0. 8 212 198 105 40. 3 0. SUBJECT: TEMPERATURE - PRESSURE CHART FOR FYI #289 9/17/2009 R-22, R-410A, R-407C, R-134A & R-404A REFRIGERANTS ADVANTAGE Engineering, Inc. 10 Pressure (PSIG) Gauge (top row is temperature in deg F, negative numbers IN RED are. 6 101: 38. 0. Created Date:. R32 REFRIGERANT PRESSURES [Web Article] includes downloadable PDFs of R-32 pressure/temperature charts; R32 PRESSURE / TEMPERATURE CHART [PDF] Agas, Op. In the refrigerants R600a, R134a, R290, R1270, R32, R22 and R152a, the COP increases with increasing evaporation temperature. . 9 18. r290 Propane Pt Chart - Free download as PDF File (. Refrigerant. . Temperature Tecumseh Model Number - Refrigerant Code °F °C R22 (E) R134a (Y) R290 (U) R404A (Z) R407C (C) R407F R410A (B) R414B/ Hot Shot R438A/ MO99. 2 POLYOLESTER HFC blend; higher pressures, new equipment only. 2 bar +108°C +123°C. strong>R-32 Low Side Pressure 2: R-32 High Side. . 4 169 156 90 32. 354309 E–01 F = –7. At this point in time, in the early 1990’s, R-12 had seen the majority of it’s usage in automobile air conditioning. 10 0. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 6 228 214 110 43. 41 -0. 6 0. Other options are Ammonia (R717) which is toxic and CO2 (R744) which has a lower efficiency. 0 bar +128°C +143°C R452B 5. . /ft^ 3) 35. . Vapor pressure (25ºC) bar 16,897 Specific heat of liquid (25°C) kJ/kg. 61 -8. The effective reduction in GWP is about 75 per cent. Liquid Density. 55-8. . . r290 Propane Pt Chart - Free download as PDF File (. Critical Pressure (psia) 490. 58-0. 1,5 1,7 1,9 2,1 2,3 2,5 2,7 2,9 3,1 3,3 3,5-40 -35 -30 -25 -20 -15 -10 Evaporation Temperature. 0°C Saturation pressure at 4°C 818kPa 806kPa Saturation pressure at 40°C 2380kPa 2337kPa Global warming potential 675 2088 Flammability rating A2L lower flammability A1 non-flame propagation Note: R32 systems tend to have a smaller charge size than R410A. 02 GWP 100 IPCC 4th AR / 5th AR 675 / 677. 9 12. 77-66 0. 22 0. -. r290 Propane Pt Chart - Free download as PDF File (. 5 5. 354309 E–01 F = –7. Scribd is the world's largest social reading and publishing site. All pressures shown in kPa (gauge 1013mb – sea level). 2 28. 50. 82633 Freezing point °C -136 Critical temperature °C 78,35 Critical pressure bar 58. 9 30-100b 6. Temperature and pressure chart for refrigerants R22, R410A, R12, R134A, R401A, R409A, R502, R404A, R507A, R408A and R402A. 750000 E+00 Xo = 2. R32 Pressure Temperature Chart R32 Temperature Pressure Pressure Pressure (°C) (barA) (barg) (psig) -70 0. 6 54; 12. . 8 212 198 105 40. . 82633 Freezing point °C -136 Critical temperature °C 78,35 Critical pressure bar 58. Subject: Forane 134a Pressure Temperature Chart Keywords: Forane 134a, R-134a, Pressure Temperature Chart, PT Chart, HVAC, refrigeration, air conditioning, refrigerant gas Created Date: 10/4/2012 11:23:04 AM. 46-68 0. 1 16. 4 102 15 173 25 113 16 238 35 172 25-28 80 12 -9 2. Dichlorodifluoromethane Gas Compressibility Factor (Z) (the ratio of the actual. . 8 8. 6 times) greater than R-22. R32 Temperature Pressure Pressure Pressure (°C). 3 119 17 196 28 131 19 259 38 195 28-26 91 13 0. 





Critical Temperature (°F) 162. 





,. 1 -17 5 37 5. R448a PT chart is quite useful in HVAC. . From the PT chart, we can read that the pressure of liquid R454B on a 100-degree day is 303. 
 




65-9. 
All pressures shown in kPa (gauge 1013mb – sea level). 

software company reviews



 



61 -8. 



8 105;. com. 43 -6. The data is provided without any warranty of any kind. 4 9. . 61 -8. BP. 61 -8. R32. 46 -68 0. 5 3 2. . 43-6. 7 103; 39. 61 -8. 46-68 0. . 81 -0. . 3 0. R404A. 1. – Manifold sets must be 800 psig high-side and 250 psig low-side with 550 psig low-side retard. This is an undesirable characteristic that can compromise optimal performance of an HVAC system. . . 5 1 0. This is an undesirable characteristic that can compromise optimal performance of an HVAC system. 58-0. 47 KB. 4 169 156 90 32. R22 & R22 retrofit replacements Gas R22 R417A (ISCEON® MO59) R422D (ISCEON® MO29) R424A (RS-44) R427A. WHAT IS CRITICAL TEMPERATURE (T C)? – Critical temperature is the temperature above which a pressure change cannot liquify the refrigerant, no matter how much pressure is applied. class=" fc-falcon">condensation temperature and -40 °C to -10 °C evaporation temperature. class=" fc-falcon">A2L. 40°F. 58 -0. 46 -68 0. 7 8. 65 -9. . 400 Hanna Drive, Pekin IL 61554 309. Liquid Density. 46. 2 COMMENTS. 02-64 0. Refrigerants - Pressure vs. This is an undesirable characteristic that can compromise optimal performance of an HVAC system. Only use servicing equipment and components designed for AZ-20 (R-410A). HyChill Minus 30 Flyer Chinese 757. Critical Temperature (°F) 202. Critical Pressure (psia) 548. 
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61 -8. . Critical Density (lb. 342. Liquid Density. . 52 -0. 7 300 286 130 54. It is not a drop in replacement on R-22 machines. . . pdf), Text File (. 5 17. Shahrokh Jul 3, 2021 At 12:11 pm. R22 & R22 retrofit replacements Gas R22 R417A (ISCEON® MO59) R422D (ISCEON® MO29) R424A (RS-44) R427A. 02-64 0. . – Manifold sets must be 800 psig high-side and 250 psig low-side with 550 psig low-side retard. 77-66 0. 6 228 214 110 43. 98-54 0. 3 137 20 220 32 150 22 285 41 220 32-24 108 16 10 1. 28-48 1. 1110 info@es-refrigerants. 346. 4 13. -64 0. 4°C 72. 4 9. Only use servicing equipment and components designed for AZ-20 (R-410A). 02-64 0. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. All pressures shown in kPa (gauge 1013mb – sea level). 4 79 11 157 23 245 35 170 25 312 45 264 38. 1. 
1. . Forane 22 Pressure Temperature Chart Author: Arkema Inc. The data is provided without any warranty of any kind. . 4 9. . 4 9. 29 -4. 8 105;. R-32 along with R-125 are some of the most versatile refrigerants used today. REFRIGERANT TEMPERATURE-PRESSURE CHART -- MOSTLY COMPUTER GENERATED FROM NIST REFPROP V5. . But this increase is varying upon the refrigerant used. 3 119 17 196 28 131 19 259 38 195 28-26 91 13 0. Subject: Forane 134a Pressure Temperature Chart Keywords: Forane 134a, R-134a, Pressure Temperature Chart, PT Chart, HVAC, refrigeration, air conditioning, refrigerant gas Created Date: 10/4/2012 11:23:04 AM. . Now, there are still some R-12 applications out there today. The superheated steam region depicts steam at a temperature higher than its saturation temperature. 342. . 55 -8. WHAT IS CRITICAL TEMPERATURE (T C)? – Critical temperature is the temperature above which a pressure change cannot liquify the refrigerant, no matter how much pressure is applied. . temperature Suction temperature Suction pressure High condensing temperature to produce hot/ warm water Condensing pressure (bubble point) Discharge temperature (isentropic compression) Discharge temperature (Polytropic assumption: +15K above Isentropic) R32-10°C -5°C 5. es-refrigerants. . 4 320 306 135 57. But this increase is varying upon the refrigerant used. The data is provided without any warranty of any kind. . 5. As R32’s temperature and pressure are higher, compressor load will be increased. 41 -0. 
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Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 
R-32 Refrigerant PT Chart. 
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Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 55 -8. WHAT IS CRITICAL TEMPERATURE (T C)? – Critical temperature is the temperature above which a pressure change cannot liquify the refrigerant, no matter how much pressure is applied. . fc-falcon">Critical temperature 78. 82633 Freezing point °C -136 Critical temperature °C 78,35 Critical pressure bar 58. 41 -0. 77-66 0. In the refrigerants R600a, R134a, R290, R1270, R32, R22 and R152a, the COP increases with increasing evaporation temperature. class=" fc-falcon">pressure condition. 9-47-43. R32 has a GWP of 675 and meets legislation criteria. 6 psig. Temperature and pressure chart for refrigerants R22, R410A, R12, R134A, R401A, R409A, R502, R404A, R507A, R408A and R402A. 0 16. . . Inversely, you can also tell the temperature of R488a refrigerant if you know the pressures. . 77-66 0. 0°F. 55-8. 6 54; 12. 013 bar and 15oC (59oF)) : 5. 2 341 327 140 60. 02 -64. 6 228 214 110 43. REFRIGERANT TEMPERATURE-PRESSURE CHART -- MOSTLY COMPUTER GENERATED FROM NIST REFPROP V5. 27-58 0. 46. Subject: Forane 22 Pressure Temperature Chart Keywords: Forane 22, R-22, Pressure Temperature Chart, PT. . 8 212 198 105 40. Globally, small air conditioning systems are rapidly transitioning from R410A to R32. . 
K 1. Should saturated steam be heated at constant pressure, its temperature will rise, producing superheated steam. 16 Critical density kg/l 0. Global Warming Potential (CO2 = 1. 67-52 1. 52 -0. 525 East Stop 18 Road Greenwood, IN 46142 317-887-0729 fax: 317-881-1277 web site: www. REFRIGERANT TEMPERATURE-PRESSURE CHART -- MOSTLY COMPUTER GENERATED FROM NIST REFPROP V5. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 9 3-16. R-1234yf #/cu. Vapor pressure (25ºC) bar 16,897 Specific heat of liquid (25°C) kJ/kg. Cit. class=" fc-falcon">A2L. R-32 along with R-125 are some of the most versatile refrigerants used today. . 4 9. . es-refrigerants. R32 Temperature Pressure Pressure Pressure (C) (barA) (barg) (psig)-70 0. Saturation Pressure-Temperature Data for R22 (psig)* Temp (°F) Pressure Temp (°C) Temp (°F) Pressure Temp (°C) Temp (°F). R22 & R22 retrofit replacements Gas R22 R417A (ISCEON® MO59) R422D (ISCEON® MO29) R424A (RS. 50 -7. 81 -0. 0. 346. R-410A 32/125 (50/50) A1 0. 2 POLYOLESTER HFC blend; higher pressures, new equipment only. 1 133 vapor temperature chart121 75 23. 749023 E+00 B = –6. . 1 -17 5 37 5. 16 Critical density kg/l 0. R22 & R22 retrofit replacements Gas R22 R417A (ISCEON® MO59) R422D (ISCEON® MO29) R424A (RS-44) R427A. 
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9 144 132 80 26. . . 6 54; 12. 
. 77-66 0. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 41 -0. Forane 22 Pressure Temperature Chart Author: Arkema Inc. R32 has a GWP of 675 and meets legislation criteria. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 





55 -8. 3 245 231. 0 and 9. This is an undesirable characteristic that can compromise optimal performance of an HVAC system. HyChill Minus 10 Flyer 756. 
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temperature Suction temperature Suction pressure High condensing temperature to produce hot/ warm water Condensing pressure (bubble point) Discharge temperature (isentropic compression) Discharge temperature (Polytropic assumption: +15K above Isentropic) R32-10°C -5°C 5. 

Our Best Stories in Your Thermodynamic properties of R32 + R134a and R125 + R32 65 thermodynamic variables as adopted by Kiselev and coworkers ~ 3 Let p be the density, T the temperature, and A the Helmholtz free-energy per mole of a pure fluid. . Appreciate you and your mind. . . . Air Conditioning (R-22 Type) R-407C 32/125/134a (23/25/52) A1 10 POLYOLESTER HFC blend; similar properties to R-22, higher glide. Critical Temperature (°F) 162. . . 120°F. 10 Pressure (PSIG) Gauge (top row is temperature in deg F, negative numbers IN RED are inches of vacuum). . . 2 104; 40-45-42. . Liquid Density. temp r404a r507. 354309 E–01 F = –7. The superheated steam region depicts steam at a temperature higher than its saturation temperature. HyChill Minus 10 Flyer 756. R32 Pressure Temperature Chart. 36 -0. txt) or read online for free. . 92 KB. R32 Pressure Temperature Chart R32 Temperature (°C) Pressure (barA) Pressure (barg) Pressure (psig)-70 0. Critical Temperature (°F) 162. 9 30-100b 6. 7 52; 11. 77 -66 0. 3 4-15. class=" fc-falcon">pressure condition. 120°F. /ft^ 3) 29. Common refrigerants: temperature – pressure chart (kPa gauge) All data is provided using NIST „REFPROP” Version 9. 6 54; 12. 65 -9. 
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9 3-16. The pressure-temperature (PT) chart is a valuable tool that service technicians use to check proper system operation. 
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02. REFRIGERANT TEMPERATURE-PRESSURE CHART -- MOSTLY COMPUTER GENERATED FROM NIST REFPROP V5. 0°C Saturation pressure at 4°C 818kPa 806kPa Saturation pressure at 40°C 2380kPa 2337kPa Global warming potential 675 2088 Flammability rating A2L lower flammability A1 non-flame propagation Note: R32 systems tend to have a smaller charge size than R410A. 3 137 20 220 32 150 22 285 41 220 32-24 108 16 10 1. 
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